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CONTACT US 

For more information on our products 

or services please visit our Website at: 

www.apms.asia 

Email  us at: sales@apms.asia 

or give us a call. 

FOR TELEHANDLERS 

Heightmaster  

Overhead Objects 

Restricted Headroom 

In Cab Display 

CANBus Smart Sensors 

Length/Angle Recoil 

SAFETY AND EFFICIENCY AT WORK

Heightmaster is an advanced monitoring system that can be deployed on a 
variety of heavy plant. It monitors the position of the equipment and prevents 
the maximum safe working height from being exceeded, Heightmaster 
measures both angle and reach on your telehandler for maximum 
productivity. 
 
Benefits: 

¶ Ensures safe operation of equipment and allows the operator to work in 
confidence 

¶ Reduces the need for additional staff when working under hazards 

¶ Improves operational efficiency 

¶ Improved safety management with optional key switch operation 

¶ Provides maximum safe working envelope for articulated 
 
Features 

¶ ‘Dial’ in safe working heights from inside the cab 

¶ Optional motion cut for each articulation, ensuring no parts can exceed 
safe working height 

¶ Optional keyswitch operation allows preset limits to be set and altered 
only by an authorised person 

¶ Optional cab protection 

¶ Monitoring of telescopic section equipment Multiple duties (optional) 
 
Suitable for use on: 

¶ Telehandlers 
 
Also suitable for use on: 

¶ Excavators 

¶ Backhoes 

¶ Lorry mounted cranes 


